
OAB22585 Series AC Centrifugal Fans- 115, 230V
225mm x 85mm (8.86” x 3.35”)

Knight Electronics, Inc.
10557 Metric Drive
Dallas, TX 75243
214-340-0265

Orion Fans
Information and data is subject to 

change without prior notification

Frame Die Cast Aluminum, Natural Finish

Impeller PA66, UL94 HB Plastic

Connection 4x Wire Leads, 20 AWG UL 2517

Motor
AC Induction Motor with included 
Capacitor, Thermally Protected, Class B 
Insulation, IP55 Rated

Bearing System Dual Ball Bearings

Dielectric Strength 1500VAC/Min, <1mA

Insulation Resistance ≥100MΩ @ 500VAC/min

Operating Temperature
-40°C ~ +50°C
Storage Temperature
-40°C ~ +80°C
Life Expectancy
40,000 Hours (L10 at 40°C)
Installed Options
IP55 Rated Motor
Included Capacitors
12uF/250V (115V Fan)
3uF/450V (230V Fan)
Recommended Accessories
Metal Duct Ring (DR225A)

Weight: 5.1 lbs.
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OAB22585-11-1WB 115 100 ~ 126 50 / 60 1.15 / 1.20 2.22 / 2.30 115 / 135 2700 / 3000 618 / 680 71 / 75 1.8 / 2.5

OAB22585-22-1WB 230 200 ~ 250 50 / 60 0.57 / 0.60 1.14 / 1.15 115 / 135 2700 / 3000 618 / 680 71 / 75 1.8 / 2.5


